
Heavy-bodied dampproofing

Mar-flex Dampproofing is a heavy-bodied cut-

back asphalt emulsion protective coating used 

when dampproofing is required. It forms a smooth, 

tough, almost rubber-like film when dry.  Mar-flex 

Dampproofing has a moderately good resistance to 

temperature changes, is flexible at low temperatures, 

has excellent weatherability and resists water 

penetration.

DAMPPROOFING MEMBRANE 

MAR-FLEX DAMPPROOFING ASPHALT

Mar-flex Dampproofing (Solvent-Based)
BGD-36115

55 Gallon Drum 

Each  or 4/Pallet

Mar-flex Dampproofing (Water-Based)  
BGD-36120

5 Gallon Bucket 

Each  or 36/Pallet

Mar-flex Dampproofing (Solvent-Based) 
BGD-36118

6,000 Gallon Bulk 

Mar-flex Dampproofing (Water-Based )
BGD-36125

55 Gallon Drum 

Each  or 4/Pallet 

Mar-flex Dampproofing (Water-Based)
BGD-36123

330 Gallon Tote

Mar-flex Dampproofing (Water-Based)  
BGD-36129

6,000 Gallon Bulk 
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DAMPPROOFING

PRODUCTS

Foundation Dampproofing Spec Sheet*

Water-Based Solvent-Based

TOTAL SOLIDS 45-60% 55-65%

APPLICATION 
METHOD

spray, brush or roller spray, brush or roller

APPLICATION RANGE 20˚-130˚F 0˚-150˚F

WEIGHT / GALLON 6.8 lbs. 7.6 lbs.

COVERAGE RATE 2 gal./100 ft. 2 gal./100 ft. 

*complete specs at Mar-flex.com

Flexible, seamless coating that seals  
out moisture


